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Alternative landfill covers 

Alternative landfill covers that use simpler and 
more natural components including soils and 
plants are coming into use.  Both state and 
federal regulatory personnel recognize the value 
of these new covers (1, 2). 
 

 
The evapotranspiration (ET) landfill cover 

In its simplest form, the ET cover consists of a 
layer of soil covered by native grasses. The soil 
contains no barrier or impermeable layers and 
uses two natural processes to control infiltration:  

1. The uncompacted soil provides a water 
reservoir.  

2. The natural mechanism of ET empties the 
soil water reservoir.  

 
The soil cover stores the rainfall that infiltrates 
into the soil until the ET process removes it.  The 
combination of evaporation from the soil surface 
and plant transpiration (ET) empties the soil 
water reservoir for another cycle.  
 
The ET cover is a relatively inexpensive, 
practical, and easily maintained biological 
system that will remain effective over extended 
periods of time—perhaps centuries—at low cost. 
The technology was developed and tested within 
the agricultural engineering and science 
professions over several decades. 
 

How does the ET cover differ from a 
conventional landfill cover? 

A conventional landfill cover is based upon the 
barrier concepta physical “impermeable” layer 
is placed between surface soil and the waste. 
This barrier typically employs a material having 
low hydraulic conductivity, such as compacted 
clay, a synthetic membrane, or a combination of 
the two. The barrier concept inherently opposes 
the forces of nature, therefore it tends toward 
failure.  
 
The ET cover utilizes natural processes of 
absorption and evapotranspiration. Use of a 
suitable soil for the cover allows the soil to hold 
infiltrating precipitation until removed by native 
grasses growing on the surface. Because the ET 
cover relies on these natural, self-renewing 
processes, it will remain effective indefinitely. 
There are no barriers to maintain. 
 
What evidence exists that the ET cover will 
work? 

Perhaps the most important requirement for a 
successful cover is its ability to limit the vertical 
movement of water, thus reducing or preventing 
the transport of contaminants from the landfill 
into groundwater. There is persuasive and 
substantial scientific evidence thatwhen 
correctly designed and constructedthe 
innovative and less costly ET cover can control 
the amount of precipitation that infiltrates into 
landfill wastes and thereby meet environmental 
requirements (3). 
 
ET cover requirements 

ET covers require soil with adequate water 
holding capacity to meet the requirements of the 
site.  An important requirement is the 
establishment and 
maintenance of 
native grasses or 
other dominant 
native plants on 
the surface of the cover to quickly remove soil 
water and protect the cover from soil erosion.  An 
important requirement of the soil is that its soil 
strength should be low in order to allow robust 
and rapid root growth which is essential to 
success of the ET cover.  Low soil strength is 
usually assured by maintaining low soil density 
during and after construction.  It is important that 
the soil density should be less than 1.5 Mg/m3.  
Some existing vegetated and alternative landfill 
covers have high soil density and do not meet 
the requirements for an ET cover. 
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How do construction costs for an ET cover 
compare to those for a conventional cover 
system? 
 
Construction costs for the ET cover depend 
primarily on the thickness of the cover required to 
prevent or minimize deep percolation into the 
waste. This, in turn, is dependent upon site-
specific conditions such as the climate and the 
characteristics of locally 
available soils. The per-
acre costs will be 
different for each site. 
However, our estimate is that the cost of an ET 
cover will generally not exceed half the cost of a 
conventional landfill cover. 
 
Are engineering design tools available? 

The normal engineering design tools are 
applicable to ET cover design with one 
exception.  Hydrologic design of the ET cover 
water balance requires a model with good plant-
soil-evaporation properties.  We recently 
evaluated models and found that hydrologic 
performance can be accurately estimated with 
the EPIC model (4, h). 
 
Where can ET covers be used? 

Plants, soil, and variations in climate interact to 
affect the performance of the ET cover. 
Therefore, its use should be evaluated on a site-
specific basis.  Our evaluation (4, f) revealed that 
the ET cover is applicable at 93% of the sites 
evaluated in the USA mainland, and doubtful at 
7% of them.  Exceptions are wet and cold coastal 
areas, extremely wet climates, high-altitude 
locations, and very cold sites with long winters. 
 

Sites in the wetter, more humid eastern USA are 
not excluded from the potentially successful 
applications of the ET cover, but they require an 
assessment of potential at each site.  The map 
below shows the distribution of the ratio of 
potential ET with precipitation (4, f). 
 

 

 

Where can I learn more about the ET cover? 

As a nonprofit organization, Mitretek Systems 
has developed and evaluated the ET cover.  
Technical information is available in the 
references shown below or information can be 
obtained directly from: 

Victor L. Hauser, Ph.D.  
Mitretek Systems 
Principal Engineer 
13526 George Road, Suite 200 
San Antonio, TX  78230 
(210) 479-0474 
Email: vhauser@mitretek.org 
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